For Residential and Commercial Applications

Job Name Confractor
Job Location Approval
Engineer Conftractor's P.O. No.
Approval Representative
Series:
Precision Plus CO2 Regulator With 5/16" Barb -2 Outlets
C2870
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Features & Benefits: Performace Data: 5
. High performance . Outlet 2 %
. Accurate pressure control . Valve Type 5/16" 5
. Integrated pressure relief valve . Inlet Connection 0-90 PSI ~
. Designed to be serviceable . Outlet Connection 0-4500 PSI g
. Stainless steel valve seat . Saftey Valve Released 60-65 PSI £
. Allen key adjustment (key included) . Gas Type CO2 g
. Tamper evident Kit Inside . Finish Chrome Plated “

Material: Brass

Warranty: One Year (Limited)

NOTICE

The information contained herein is not intended to replace the full

product installation and safety information available or the experience
of a trained product installer. You are required to thoroughly read all

installation instructions and product safety information before
beginning the installation of this product.
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Krome product Specifications in U.S. customary units and metric are approximate and are provided for reference only. For precise measurements, please contact Krome Technical Service. Krome

reserves the right to change or modify product design, construction, specifications, or materials without prior notice and without incurring any obligation to make such changes and modifications

on Krome products previously or subsequently sold. For most updated specification sheet, go to
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